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  Date: November 24, 2020 

 

MEMORANDUM 

 

TO:  Mitra Pedoeem 

  Department of Permitting Services 

FROM: Michael Kyne 

  Historic Preservation Section 

  Maryland-National Capital Park & Planning Commission 

SUBJECT: Historic Area Work Permit #931425: ADA access improvements and canopy installation 

 

 

The Montgomery County Historic Preservation Commission (HPC) has reviewed the attached application 

for a Historic Area Work Permit (HAWP).  This application was Approved at the November 18, 2020 

HPC meeting. 

 

The HPC staff has reviewed and stamped the attached construction drawings. 

 

THE BUILDING PERMIT FOR THIS PROJECT SHALL BE ISSUED CONDITIONAL UPON 

ADHERENCE TO THE ABOVE APPROVED HAWP CONDITIONS AND MAY REQUIRE 

APPROVAL BY DPS OR ANOTHER LOCAL OFFICE BEFORE WORK CAN BEGIN. 

 

Applicant: Boyds Country Store (Scott Knudson, Architect)  

Address: 15110 Barnesville Road, Boyds 

 

This HAWP approval is subject to the general condition that the applicant will obtain all other applicable 

Montgomery County or local government agency permits.  After the issuance of these permits, the 

applicant must contact this Historic Preservation Office if any changes to the approved plan are made.  

Once work is complete the applicant will contact Michael Kyne at 301.563.3403 or 

michael.kyne@montgomeryplanning.org to schedule a follow-up site visit. 

mailto:michael.kyne@montgomeryplanning.org
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SEGMENTAL MASONRY

RETAINING WALL w/ COPING.
VERIFY HEIGHT IN FIELD; PITCH
GRADE AWAY FROM WALL.

14"

19"14"

13"

13"

0"

EXISTING SUMP PIT & PUMP
TO REMAIN

NEW 3" PVC DRAIN TO SUMP,

PITCHED 14": FOOT MIN.
SAWCUT & PATCH CONC. SLAB AS
REQUIRED.

RESTORE EXISTING DOORS.

REMOVE EXISTING
TOILET WALLS,
DOOR, & FIXTURES.
CAP PLUMBING &
SANITARY LINES.

APPROX. EX. GRADE RELATIVE
TO BASEMENT FLOOR SLAB -
VERIFY IN FIELD (TYP.).

AREA DRAIN

HANDRAIL EACH SIDE.
EXTEND 12" BEYOND UPPER &
LOWER RISER

NEW CONC. LANDING

EX
. 
P
R
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P
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TY
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CANOPY ABOVE

TURN HANDRAIL EXTENSION
TO MAXIMIZE DOOR
CLEARANCE
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3"x3"x1
4" GALV. STEEL ANGLE

(TYP.OF 2)

1
'-
3
"

1'-6" 1'-6"

CURVED 3"Wx2"Hx1
4" GALV.

STEEL ANGLE (TYP. OF 2)

8'-0"

BOLT ANGLE TO EX. BEAM
WITH CLIP ANGLE

CORRUGATED GALVANIZED
DECK

1
4" GALVANIZED STEEL WIRE ROPE
w/ HEAVY DUTY THIMBLES @ EA.

END TO CONNECT TO ANGLE &
THRU-WALL EYE BOLT. PROVIDE
TURNBUCKLE FOR TENSION
ADJUSTMENT

GALV. STEEL THRU EYE BOLT (ABOVE) ,
1
4" DIAM w/ 2" EYE: McMASTER -CARR
#3016T87 OR EQUAL.

PROVIDE 6"x6"x1
4" PLATE ON INTERIOR

FACE OF WALL.

GROUT CMU CELLS SOLID WITHIN
16" OF THRU-BOLT

knu design, llc

20505 Top Ridge Drive

Boyds, MD 20841

240.372.0185

A2

Lower Level

Floor Plan

Date: 10.27.2020

Scale: 1/4" = 1'-0"

Boyds Country Store - Canopy

15110 Barnesville Road

Boyds, MD 20841

FRAMING PLAN
1/2" = 1'-0"

FLOOR PLAN
1/4" = 1'-0"
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CANOPY: CORRUGATED
GALVANIZED STEEL DECK ON
GALV. STEEL ANGLE FRAME

EXISTING STEEL BEAM LINTEL

INFILL EXISTING OPENING IN
DOOR WITH PAINTED
EXTERIOR GRADE PLYWOOD,
GRADE A FINISH.

REMOVE EXISTING
PROTECTIVE PLATE OVER
DOORS & REFINISH DOORS;
REPAIR HARDWARE. PROVIDE
FLUSH BOLTS ON INACTIVE
LEAF, DEADBOLT
&STOREROOM LOCKSET ON
ACTIVE LEAF

CABLE SUPPORTS

BACKFILL BEHIND WALL FOR 12" w/

#57 STONEEXiSTING GRADE. PITCH
AWAY FROM NEW
RETAINING WALL

NEW CONCRETE SLAB
PITCHED TO DRAIN

SEGMENTAL MASONRY RETAINING

WALL w/ 3" CAPSTONE.

BASE COURSE SET 6" MIN. BELOW
GRADE OVER 6" THICK x 24" WIDE

#57 STONE LEVELING PAD

4" DRAINPIPE

knu design, llc

20505 Top Ridge Drive

Boyds, MD 20841

240.372.0185

A3

SOUTH / REAR

ELEVATION

Date: 10.27.2020

Scale: 1/4" = 1'-0"

Boyds Country Store - Canopy

15110 Barnesville Road

Boyds, MD 20841

EXISTING CONDITION
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HANDRAIL

SEGMENTAL MASONRY
RETAINING WALL
BEYOND

CANOPY
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TURN DOWN EDGE OF
SLAB 12".

1'-0"1'-0"1'-0"

AREA DRAIN

5'-0"
1'-3"

3"x3"x1
4" GALV. STEEL ANGLE

CURVED 3"Wx2"Hx1
4" GALV.

STEEL ANGLE (TYP. OF 2)

BOLT ANGLE TO EX. BEAM WITH CLIP ANGLE

CORRUGATED GALVANIZED DECK

1
4" GALVANIZED STEEL WIRE
ROPE w/ HEAVY DUTY

THIMBLES @ EA. END TO

CONNECT TO ANGLE &
THRU-WALL EYE BOLT. PROVIDE
TURNBUCKLE FOR TENSION
ADJUSTMENT

GALV. STEEL THRU EYE BOLT (ABOVE) , 14" DIAM w/ 2"
EYE: McMASTER -CARR #3016T87 OR EQUAL.

PROVIDE 6"x6"x1
4" PLATE ON INTERIOR FACE OF WALL.

knu design, llc

20505 Top Ridge Drive

Boyds, MD 20841

240.372.0185

A4

SECTION

Date: 10.27.2020

Scale: as noted

Boyds Country Store - Canopy

15110 Barnesville Road

Boyds, MD 20841

SECTION DETAIL
1" = 1'-0"

SECTION
1/4" = 1'-0"
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